SPECIFICATIONS

8121/8161/8181

Series &

Standard Specifications

o - e
;"; “‘xx Housing | Black Polycarbonate
; k! Lens | White Acrylic
.' \ Finish | 81005 Black, No Globe
| | 81215 Black, 12” White Globe
1 ]
\ 81615 Black, 16” White Globe
H"\\Mth ;f 81815 Black, 18” White Globe
—— _;,// Ballast | 120 Volt, Normal Power Factor
- = Lamp(s) | 35K Lamp Included (CFL Only)
T —I UL Label | Wet Location Listed
Custom Option Specifications
P.0. Box 2083 27K | 27K Warm White Lamp(s) (CFL Only)
41K | 41K Cool White Lamp(s)
Sanford, FL 32772 Cx | Custom Wattage
Replacement Parts
19425 Londelius St. LENS-8121 | Replacement 12” White Globe (5.25” Opening)
_ LENS-8161 | Replacement 16” White Globe (5.25” Opening)
Northridge, CA 91324 » : » ;
LENS-8181 | Replacement 18” White Globe (5.25” Opening)
Phone 800-393-5630
Fax 800-203-5698 81005 - 13 81215
Height 9.0” Height 12.25”
Width  6.5” Width  12.0”
81005 - 22Q 81615 Pole Mount
, o Height 8.25” Height 16.25”
www.inconlighting.com Width  6.5” Width  16.0”
81005 - 26 81815 Fits 3”
Sajes@mcon“gh“ngcom Helght 12.25” Helght 18.25” OD
Width  6.5” Width  18.0” Pole
81005 - 70H/100H
Height 11.75”
Width  6.5”
Product Family Lens Type Finish Wattage Options
I || || 5 H H
812 |
810 - No Globe 0-No Globe 5 - Black 13 - (1) 13 Watt Twin Tube
(Fits a 5.25" . ' -
Globe Opening) 1 - White Acryhc 22Q (1)22Watt0uad
_ 26 - (2) 13 Watt Twin Tube
81ZG'|;§eWh'te 327TT - (1) 32 Watt
Triple Tube Electronic
816 - 16" White 816
Globe 44Q - (2) 22 Watt Quad
. 70H - (1) 70 Watt HPS
818 - 18" White
Globe 818

100H - (1) 100 Watt HPS




